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APPENDI X F

LI ST OF ABBREVI ATI ONS

Aneri can Conference of CGovernnenta
| ndustrial Hygienist

American Ilron and Steel Institute

Unit of Iength equal to one tenth of a
mllimcron

Advanced Oxi dati on Process
Adsor babl e organi c halide
American Petroleum Institute

Applicable or relevant and appropriate
requi renent

A body that absorbs conpletely al
radi ati on incident upon it

Benzene, toluene, ethylbenzene, and
xyl ene

Benzene, toluene, and xyl ene

Best Practicable Technology Currently
Avai | abl e

Clean Air Act - The law that authorizes
regul ations regarding rel eases of air
borne contam nants from stationary and
non- stationary sources.

Carbon tetrachl ori de

Conpr ehensi ve Environnmental Response,
Compensation, and Liability Act.
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FIl ow Thr ough

Foul i ng

G oundwat er

Hal ogen

Code of Federal Regul ations

Chem cal oxygen demand

Depart ment of Transportation

In math, the base of the natural system of
| ogarithnms having a nunerical val ue of
2.71828

U.S. Environnental Protection Agency

Federal Insecticide, Fungicide, and
Rodent i ci de Act

Refers to the continuous or very frequent
passage of fresh-test solution through a
test chanber with no recycling

The inpedance to the flow of |ight that
results when material accumul ates on the
surface of quartz tube holding UV | anps.
Feasibility study

gal | on per day

gal l on per mnute

1: Water below the | and surface in the

zone of saturation or

2: Water in the saturated zone or
stratum beneath the surface of |and or
wat er

Any group of 5 chem cally-related, non-

metallic elenents that includes brom ne,
fluorine, chlorine, iodine, and astati ne.
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Hazar dous \Wast e
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Any material which has one or nore of the
foll ow ng characteristics:

-exhibits the characteristics of
ignitability, corrosivity, reactivity or
toxicity;

-is alisted waste; or
-has been m xed with a hazardous wast e.

A material is ignitable if it has a

fl ashpoint | ess than 140°F (cl osed cup) or
IS subject to spontaneous heating. A
material is corrosive if it exhibits a pH
<2.0o0or >12.5 or it corrodes steel at a
rate greater than 6.35 miyear. A
reactive waste has any of the follow ng
properties:

-it is normally unstable and undergoes
vi ol ent change w t hout detonati ng;

-it reacts violently with water;

-it forms potentially explosive m xtures
wth water;

-it generates toxic gases, vapors or funes
when m xed with water;

-it is a cyanide or sulfide bearing waste
whi ch can generate toxic gases;

-it is capable of detonation; and

F-3



ETL 1110-1-161
29 MAR 96

B0,

hv

Hydr ocar bon

| norgani ¢ matter

| ndustrial \Waste

| ndependent Laboratory

Py,

Kinetic rate

-it is a forbidden explosive (49 CFR
173.51), dass A explosive (49 CFR
173.53) or a Cass B explosive (49 CFR
173. 88)

Hydr ogen per oxi de

U traviolet radiation

Any of vast famly of conpounds
cont ai ni ng carbon and hydrogen in
vari ous conbi nations found in fossi
fuel s.

Chem cal substances of m neral origin,
not contai ni ng carbon-to-carbon bondi ng.
Generally structured through ionic

bondi ng.

Any solid, sem-solid, or liquid waste
generated by a manufacturing or
processi ng pl ant.

A test facility operated independently
of any product manufacturer capable of
perform ng eval uation tests.

Addi tionally, the laboratory shall have
no financial interests in the outcone of
these tests other than a fee charged for
each test perforned.

| nfrared

The nmol es of chem cal
by chem ca

speci es produced
reacti on per volunme per unit

time.
Ki | owat t
Kil owatt -hour
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Leachat e

n- Type Seni conduct or

Neutralization

NPT

O ganic Materials

On-Site Disposal
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Any |iquid, or suspended conponents that
has percol ated through or drained froma
hazar dous waste or non hazardous | and
field.

MIlligrams per liter or parts per mllion
M crograms per liter or parts per billion

Crystals doped to obtain free electrons are
said to be n-type, with the “n” indicating
t hat unbound negative charges are present.

Nat i onal El ectrical Mnufacturering
Associ ation

National Institute for Occupational Safety
and Health

Nat i onal Pol | utant Di scharge Elim nation
System

M xi ng acid and basi c wastes such that the
net effect is a near-neutral pH

Nor mal tenperature and pressure which
correspond to 0°C (32°F) and 1 atnosphere.

Chem cal conpounds of carbon excl uding
carbon nonoxi de, carbon di oxi de, carbonic
acid, netallic carbides, netallic

car bonat es and ammoni um car bonat e.

The areal extent of contam nation and al
suitable areas in very close proximty to
t he contam nati on necessary for

i npl enentation of the response action.
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GSHA

OSWER

PAH

Phot on

h or Pl anck*s const ant

o
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POTW

Hydroxyl radical, a group of atomwth
at | est one unpaired el ectron.

Operation and Mi nt enance

Cccupational Safety and Health
Adm ni stration of the Departnment of
Labor

Oxi dati on- Reducti on Potenti al

Ofice of Solid Waste and Energency
Response

Pol ycyclic aromatic hydrocarbon
Pol ychl ori nat ed bi phenyl

The quantum of el ectromagneti c ener gy,
generally regarded as a discrete
particle having zero mass, no el ectrical
charge, and an indefinitely |ong
lifetinme

The constant of proportionality relating
t he quantum of energy that can be
possessed by radiation to the frequency
of that radiation. Its value is

approxi mately 6.625 x 10%” erg-second
(6.625E - 34 Joul es-second)

Programmabl e Logic Controller - a solid-
state control systemthat has a user
programmabl e menory for storage of
instruction such as: 1/0O control |ogic
timng, counting, arithmetic and data
mani pul ati on. The PLC can be used as
direct replacenent for electro
mechani cal control relays.

Publ i cl y- Omed Treat ment Wrks
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Unit of energy E proportional to the
frequency of the light radiation

parts per mllion
Qual ity Assurance/ Quality Contro

The Resource Conservation and Recovery
Act

Sem vol atil e organi ¢ conpound

Super fund I nnovati on Technol ogy
Eval uati on

Total organi c carbon
Toxi ¢ Substances Control Act

A cloudy condition in water due to
suspended silt or organic matter.

Uni nt errupt abl e power supply

Utraviolet light, refers to the range
of radiation wavel engths from about 4000
angstrons just beyond the violet in the
vi si bl e spectrum to about 40 angstrons,
on the border of the X-Ray region.

Vol atil e Organi c Conpound, defined as:
1) any conpound contai ni ng carbon and
hydrogen in conbi nation with any ot her
el ement which has a vapor pressure of
1.5 pounds per square inch absol ute
(77.6 mm Hg) or greater under actual
st orage conditions.
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Wavel engt h

2) Any organi c conmpound which participates
i n atnospheric photochem cal reactions
except for those designated by EPA

Adm ni strator as having negligible

phot ochem cal reactivity.

7 In a periodic wave, the distance between

two points of correspondi ng phase in
consecutive cycles.
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